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4.1 1/O Driver Setting

4.1.1 InfoU Setting: OPCClient
(1) Add Channel

IO Driver List (===
Channel Information
Name Description - Maker QPC
MelsecFXSerial MITSUBISHI F¥ Serial Device OPCClient
MelsecQEnet MITSUBISHI Q Series Ethernet
MelsecQSerial MITSUBISHI Q Series Serial Protocal aPC
ModbusRTU ModbusRTU
ModbusTCP ModbusTCP Description OPC Client
Maiss Panasonic Naiz (FP Series) Serial i
CmronE COmron Ethernet (FINS)
Omrons Omron CJ{CS Serial {Host Link)
SiemensISOEnat Siemens IS0 Ethernet =
UserDefines User Define Serial Driver
XGICnet XGI Cnet
XGIEnet XGI Enet
¥GILoader ¥GI Loader
KGKCnet20 KGK Cnet 2.0
XGKEnet XGK Enet - Add ] [ Close

Select “OPCClient” from the I/O driver list and press “Add".

[ opC Client =

Channel Information
@ Local

(71 Remote - Mode Mame Search OPC Server

Channel Mame OPCClient

Description
OPC Server  LSIS.CLSISOpcDa3_0Server. 1 -
Period 1000 MSEC

Station Information

Station Mame (OPC Group)

Description

Dead Band |0 o4,

Save ] [ Close ]

e Channel Name: Input a channel name.
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e Description: Input some information on the channel.

e OPC Server: Select an OPC server name. If selecting a local radio button, OPC server lists that are
installed on the local PC will be displayed in the combo box list. If the user presses “Remote OPC server
inquire” button after selecting a remote radio button and inputting a node name, the OPC server lists that are
installed on the remote PC will be displayed in the combo box list.

e Period: Select an interval to update data.

e Local/Remote: Identify whether the OPC server to be used is either on the local PC or on the remote PC.

e Node Name: Input the remote PC’s name or IP Address. (It is available only when “Remote” is selected).

e Search OPC Server: It searches the OPC server lists installed on the remote PC. The search results will
appear in the combo box list of "OPC server name”. (It shall be enabled only when “Remote” is selected).

(2) Add Station

OPC Client =

Channel Information

-

Loca

Remote Search OPC Ser

Channel Mame | OPCClient

Description

OPC Server |L5IS.CLSISOpcDas_0Server. 1

Period | 1000 msec

Station Information

Station Mame (OPC Group) STAD1

Description

Dead Band |0 o

Save | [ Close

e Station Name (OPC Group): Input a station name.
e Description: Input some information on the station.
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(3) AddTag (Y& F=A U= gg)

= o

[&) Tag Property

Group Mame
Tag Mame
Description
Tag Type Group @ Analeg () Digital () String Kind General
General | Detail |
10 f Memory Flag
@ I0 Tag () Memory Tag ["] Alarm Process
[]save Tag Value when Exit
Device Information
Reverse Value
Channel [OPCCIient v] Contral
Station |STADL v

Memory Tag Calculation

Address E]

A
N
v
v
1
m
0
(=]
i

2I5lH OFeHet 22 10 Address Z0| EAIE LILCH

10 Address

OPC Information

Local

Remote -MNode Mame : 192,168.111,154

OPC Server  Matrikon.OPC. Simulation. 1

OPC Group  STAD1

Item Information

Item Category Search Item

Item List

IO Address

Copy to Clipboard (Item List) ] I Close I
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e |O Address &0 Al [OIOIE) 24AH] H
10 Address

OPC Information
Local

Remote - Mode Name : 192.168.111.154

OPC Server  Matrikon. OPC.Simulation. 1

OPC Group  5TAD1

Item Information

Item Category

(- Simulation Items

Item List

ArrayOfResls
ArrayOfString
Boalean

Intl

Int4

IO Address
OPCClient, 5STAD1,Random.Int2

OteHiet 201 OFOIE 2IAEDJH HAIELICH

[ Copy to Clipboard (Item List) ] Close
o B2 LUEHFAZ AMEBEY ltem= LHEGIH [EQHES 28 Oteiet 201 A= =401 €44
ZLICHL (284 WE01S, 280140101801 8)
[8) Tag Property X
Group Name
Tag Mame Tagl
Description
Tag Type Group (@ Analog () Digital (0 String Kind General
General |De13i| |
10 / Memory Flag
@ 10 Tag () Memory Tag [~ Alarm Process
[7] save Tag Value when Exit
Device Information
Reverse Value
Channel [DPCCIient v] [ Control
Station [STADI "] Memory Tag Calculation

Address DPCCIient,STAUl,Randorn.IrQ

2

A
A

Close
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4.1.2 DCOM Setting

Please refer to the "Appendix3 OPC DCOM Configuration” of InfoU manual.
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