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CERTIFICATE FOR CHINA COMPULSORY PRODUCT GERTIFICATION
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CERTIFICATE NO: 2022322309004801

APPLICANT: LS ELECTRIC Co., Ltd.

ADDRESS: 56, Samsung 4-gil, Mokcheon-eup, Dongnam-gu,Cheonan-si,
Chungcheongnam-doKorea, Republic of

MANUFACTURER: LS ELECTRIC Co.; L.td.

ADDRESS: 56, Samsung 4-gil, Mokcheon-eup, Dongnam-gu,Cheonan-si,
Chungcheongnam-doKorea, Republic of

FACTORY: LS ELECTRIC Co., Ltd.

ADDRESS: 56, Samsung 4-gil, Mokcheon-eup, Dongnam-gu,Cheonan-si,

Chungcheongnam-doKorea, Republic of

PRODUCT: XGT Panel
SERIES,SPECIFICATION,MODEL: LXP series
STANDARDS: GB/T 3836.1-2021. GB/T 3836.3-2021., GB/T 3836.8-2021. GB/T

3836.31-2021

Type of Certification: Type test + Initial inspection + Surveillance inspection

This is to certify that the above mentioned product(s)complies with the requirements of
implementation rules for compulsory certification (REFNO. CNCA-C23-01:2019).
Refer to the attachment for detailed information.

Valid from:September 2, 2022 Valid until:September 1, 2027
Date of original certification:September 2, 2022

The validity of this certificate is subject to positive result of the periodic surveillance by issuing
certification body until the expiry date.

This certificate is available through CNCA’s website: www.cnca.gov.cn

APPROVAL: }f‘fz‘f

Guo AiHua

Shanghai Inspection and Testing Institute of Instruments and Automation Systems Co., Ltd.

http://www sitilas.com.cn Building 9,103 Cao Bao Road, Shanghai 200233, China Tel: +86 21 64510844
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B S - 1) Display unit: LXP-(a)(b)(c)(d)-EX
Menu Sign Contents
(a) Type D Display unit
(b) LCD Size 12 2R LR

S rted
(c) Camera option upporte

Not supported

— o= |2

(d) Extended type Supported
Not supported
2) Main unit: LXP-(a)(b)(c)(d)-EX
Menu Sign Contents
&) Type M Main unit
0 rted
(b) Runtime option Supporte
I Not supported
(c) Extended type - Supported
1 Not supported
(d) Power D DC2AY
Ui ZInE Ex ec nC IIC T6 Ge Ex tc IIIC T85°C D¢
BABH: DC 24V 16W
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CERTIFICATE FOR CHINA COMPULSORY PRODUCT CERTIFICATION
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CERTIFICATE NO. 2022322309004801

Attachment
PRODUCT
NAME: XGT Panel
MODEL AND
SPECIFICATION: 1) Display unit: LXP-(a)(b)(c)(d)-EX
Menu Sign Contents
(a) Type D Display unit
(b) LCD Size 12 12.1” LCD
(c) Camera option 0 SUDEE]
1 Not supported
(d) Extended type ! SUPROH:R
1 Not supported
2) Main unit: LXP-(a)(b)(c)(d)-EX
Menu Sign Contents
(a) Type M Main unit
(b) Runtime option : i U
1 Not supported
(c) Extended type 0 Sppoisd
1 Not supported
(d) Power D DC24V
EX MARKING: Ex ec nC IIC T6 Gc Ex te IIIC T85°C Dc
PARAMETERS
}fﬁﬁf
APPROVAL:
Guo AiHua

Shanghai Inspection and Testing Institute of Instruments and Automation Systems Co., Ltd.

hitp:/f/www.sitilas.com.cn Building 9,103 Cao Bao Road, Shanghai 200233, China Tel: +86 21 64510844
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CERTIFICATE NO. 2022322309004801

Attachment

SPECIFIED: DC 24V 16W

REPORT NO.: 2022817402-008077

CONDITIONS: 1.SPECIFIC CONDITIONS:

1)

2)

3)
4)
5)
6)
7)

8)

Plugs and sockets shall not be separated while an explosive atmosphere may be
present.

The equipment presents a potential electrostatic hazard. The user shall therefore
ensure that the equipment is not installed in a location where it may be subjected to
external conditions which might cause a build-up of electrostatic charges.

Do not open the cover when there is explosive environment.

The equipment shall be used always in a vertical position.

The equipment shall be installed so as to be protected from mechanical impact.
The equipment shall only be used in an area of not more than pollution degree 2.
The equipment shall be supplied by an appropriately rated transient protective device
that is set to a level not exceeding 140% of the peak rated voltage.

Temperature Range: -10°C~50°C.

2. Degree of protection (IP) by enclosures: IP66.

y i
APPROVAL:

Guo AiHua

Shanghai Inspection and Testing Institute of Instruments and Automation Systems Co., Ltd.

hitp:/ fwww sitiias.com.cn

Building 9,103 Cao Bao Road, Shanghai 200233,China Tel: +86 21 64510844
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